o JM-ZQUU Gas Jet

Built to take heavy use and abuse, the powerful JM-2900 is great
for clearing large lines and long runs. It's driven by a reliable 389
cc (13 hp) Honda engine connected directly to a heavy duty 3000
psi, 4 gpm triplex pump. Vibra-pulse® on demand helps the hose
glide around tight bends and propel itself further down the line.

The maneuverable JM-2900 is balanced for easy handling. A
200 ft. capacity hose reel with drag brake, reel lock, and swivel is
mounted on the heavy duty frame. The machine rolls smoothly
on two flat-free foam core tires, and a passive brake keeps the
machine solidly positioned on the job.

Standard safety features include a thermal relief valve to protect
the pump from heat damage, along with a back flow check valve
and inlet filter. Complete with tool box. An optional spray wand
is available.

Specifications:

Pump: Weight:

Triplex w/Vibrapulse 180 Ibs. (82 Kg)

Pressure: Dimensions: B The maneuverable JV-2900
3000 psi 28" L x28"Wx43"H 8\ is balanced for easy handling.
Flow: (71 cmx 71 cm x 109 cm)

4 gpm

Engine:

389 cc (13 hp) w/Low oil

shut off

Hose Reel: - ¥

Swivel, drag brake, and > | CM-300 Cart Reel

reel lock, 200 ft x 3/8"
hose capacity

The Optional Cart-Reel lets you use the power of the gas jet in
buildings and confined spaces where exhaust fumes could be
hazardous, while the gas jet stays safely outside. The Cart-Reel
comes with two flat-free foam core tires, 300 ft. capacity hose reel,
reel brake, gauge, and a shut-off valve.
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See our complete Jet-Set ® catalog for more information.
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