Gen-Eye SDN

®

Pipe Inspection/Location System
The Gen-Eye SDN gives you all the features of a full size video
inspection system in a compact, portable package.
With an integral SD Card Reader, you can record video or still
images – a one GB card recording approximately two hours of
video. Keep a copy for your records and make copies for your
customers.

In addition to the card reader, the Gen-Eye SDN includes a large
10.4" LCD color monitor for crisp, clear pictures. And the full-size,
water resistant keyboard permits nine pages of on-screen titling.
The Gen-Eye SDN also sports an on-screen distance counter,
built-in voice-over microphone with switch, LED dimmer control,
camera test port, video and audio out connections for external
recording devices, and AC and DC power cords. All are safely contained in a heavy-duty, padded Pelican case weighing just 12 lbs.

The self-leveling color
camera automatically
keeps your picture right
side up as the camera
glides through the line.
You always have an upright picture on the monitor, making it easier
for you and your customers to follow the action.
The fully adjustable docking arm lets you mount the monitor on a
big capacity reel loaded with Gel-Rod ® push-rod and a color selfleveling camera. With this easily maneuverable, all-in-one package
you're all set to trouble-shoot 3" to 10" lines with the standard
reel, or inspect 2" to 4" lines with the mini-reel.

Hot Spot Pipe Locator
®

Pipe locating used to be hard. Not anymore! The Gen-Eye Hot Spot
pipe locator makes locating easier than ever. Its total field antenna
array and on-screen icons lead you right to your target, without the
long learning curve.
Whether you're an experienced pro or a first time user, you can
quickly locate inspection cameras, sondes, active power lines, and
utility lines with pinpoint accuracy.
The easy to see auto backlit LCD display shows you the way with
arrows that point you in the right direction. The Camera icon
confirms you're over the target.
The Hot Spot is the industry's most rugged pipe locator. Rated at
IP65, it is dust and dirt proof, and water resistant. It passed the one
meter drop test and the screen passed the 18" steel ball drop test.

Locating is as easy as A B C.
Just follow the on-screen
arrows. No need to interpret
numbers and bar graphs.
The arrows point you in the
right direction. They indicate the direction and lay of the pipe. When
you're directly over your target, the camera icon will appear. Depth
will automatically appear on the screen as well. You can find your
target, even if it's buried deep inside cast iron pipe.
Switch the locator to 60 Hz, and you can locate underground
power lines before you start digging. Switch again, and you can
locate water lines, gas lines, fiber optic cables, and CATV cables
with the optional Hot Spot transmitter.
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