
  JM-1000 JM-1450  JM-2900 JM-3000 JM-3055 JM-3080 JM-2512
  Electric Jet  Electric Jet Gas Jet Gas Jet Gas Jet Gas Jet Trailer Jet

 Weight  23 lbs. 111 lbs. 180 lbs. 291 lbs. 299 lbs. 375 lbs.  1900 lbs. (Empty)
(Without Hose) 10 Kg0 Kg 50 kg 82 kg 132 kg 135 kg 170 kg 3300 lbs. (Loaded)

 Dimensions  24" 28" 28" 43" 43" 43" 153"
 Length  61 cm 71 cm   71 cm 109 cm 109 cm 109 cm 388 cm
 
 Dimensions  10.5" 15" 28" 29" 29" 29" 82"
 Width 27 cm 38 cm 71 cm 74 cm 74 cm 74 cm 208 cm 

 Dimensions  11" 34" 42" 49" 47" 56" 65" 
 Height 28 cm 86 cm  109 cm 124 cm  124 cm 142 cm 165 cm

 Motor/Engine 1.2 hp 1.5 hp 389 cc 389 cc 480 cc 614 cc 690 cc

Electric Start N/A N/A No Yes Yes Yes Yes

 Pump Triplex Triplex Triplex Triplex Triplex Triplex Triplex

 Pressure 1500 psi 1500 psi 3000 psi 3000 psi 3000 psi 3000 psi 2500 psi
 Flow 1.4 gpm 1.7 gpm 4 gpm 4 gpm 5.5 gpm 8 gpm 12 gpm

Vibra-pulse® Yes Yes Yes Yes Yes Yes Yes

 Removable No Yes No Yes Yes Yes No Hose Reel

 Hose Reel N/A 150 ft. x 1/4" 200 ft. x 3/8" 300 ft. x 3/8" 300 ft. x 3/8" 300 ft. x 3/8" 400 ft. x 1/2" 
 Capacity   
 
 Inlet Filter Yes Yes Yes Yes Yes Yes Yes

 Backflow No Yes Yes Yes Yes Yes YesCheck Valve

 Thermal No Yes Yes Yes Yes Yes Yes Relief Valve

Spray Wand 
 & Chemical  Optional Optional Optional Standard Standard Standard Standard
 Injector

 Metal  Yes Yes Yes Yes Yes Yes Yes
 Tool Box

 Tires  N/A Two Semi- Two “Flat-Free” Four “Flat-Free”  Four “Flat-Free” Four “Flat-Free” Two
   Pneumatic Foam  Core Foam  Core Foam  Core Foam  Core Radial
   l

Jet-Set Specifications
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